Pressurant Source 



-7E 



9«? 
94 




u 



86 



Timer 




Empty First Tank 



Establish Pressure 
Differences Between 
1st and 2nd Tanks 



Transfer Precise Amount 
of Propellant from 
2nd Tank to 1st Tank 



IOZ 



104 



■/06 



Use 2nd Tank for 
Orbit Maintenance 



/ 



108 



Use 1st Tank for 
EOL Maneuvers 



no 



FIG.5 



Establish Pressure 
Differences Between 
1st and 2nd Tanks 



112 



Transfer Propel la nt from 
1st Tank to 2nd Tank 



)/4 



Equalize Pressure of 
1st and 2nd Tanks 



116 



Use 2nd Tank for Orbit \S 
Maintenance Until Empty 



I 



us 



Determine Amount of 
1st Tank from Amount 
Used in 2nd Tank 



Use 1st Tank for 
EOL Maneuvers 



120 



122 



FIG.6 



Pressurize First Tank 



Establish Pressure 
Differences Between 
1st and 2nd Tanks 



130 



132 



Transfer Precise Amount 
of Propellant from 
1st Tank to 2nd Tank 



Burn to Depletion 
Amount in First Tank 



T 



Transfer Propellant in 
Tank 2 to Tank 1 to 
Equalize Pressure 



Pressurize Tank 1 



Determine Amount 
in Tanks 



Use 2nd Tank for 
Orbit Maintenance 



Use 1st Tank for 
EOL Maneuvers 



}34 



/ 



J36 



Vent First Tank 

— -y — 



f 



S 



138 



140 



142 



144 



146 



148 



FIG.7 



